NORTHTOWN

Pipe Protection Products

HYTECH PVC TAPE WRAP

Description

Product Data Sheet

HYTECH PVC tape wrapping is made of a tough, flexible “all weather” polyvinyl film
backing over an adhesive layer. The tape is marked with PVC PIPE WRAPPING
TAPE, the UPC symbol and the appropriate Mil thickness designation. The PVC tape
wrap is moisture resistant, anticorrosive and exhibits outstanding conformability
and adhesion to metal and plastic.

HYTECH pipe wrap tape also assists in:
» Corrosion protection for metal piping systems below and above ground.
» Corrosion protection for fittings and joints on pipe.
* Resisting corrosive action by soil acids, salt water, salts and alkalies.

* Helping prevent dielectric corrosion between buried pipe and soil minerals.

Technical Data

Properties 10 MIL 20 MIL

Color Black Black

Thickness .010” (0.263 mm) .020” (0.513 mm)
Elongation 245% 245%

Tensile Strength 30 psi 60 psi

Available Widths 17,2, 4" and 6” 1”,2”,4” and 6”
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HYTECH

Pipe Wrap
Professional Grade = 2" x .010 x 100" - Waterproof
Cinta para la proteccion de tuberias
Bang keo Chong Ri Sét éng Nudc
50.8mm x .25mm x 30.5m

WARNING: This product contains chamicals kndwn 1o the stute of
Califomia 16 cause cancer, birth dofects or afhar reproductive harm.
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800-WRAP-A-PIPE

P.0. Box 2064 Huntington Beach CA 92647

714-897-0700 FAX 714-897-0606



